
SAVE THIS MANUAL: KEEP THIS MANUAL FOR  SAFETY WARNINGS, PRECAUTIONS, ASSEMBLY, 
OPERATING, INSPECTION, MAINTENANCE AND CLEANING PROCEDURES. WRITE THE PRODUCT’S 
SERIAL NUMBER ON THE BACK OF THE MANUAL NEAR THE ASSEMBLY DIAGRAM (OR MONTH 

AND YEAR OF PURCHASE IF PRODUCT HAS NO NUMBER)

OWNER’S MANUAL AND SAFETY INSTRUCTIONS



IMPORTANT SAFETY INFORMATION

GENERAL SAFETY WARNINGS
Read all safety warnings and instructions. Failure to follow the warnings and instructions may 
result in electric shock, fire and/or serious injury. Save all warnings and instructions for future 
reference. 

SAFETY 
WARNING DO NOT use this product or any available optional equipment without first completely reading 
and understanding these instructions and any additional instructional material such as owner’s manuals, 
service manuals or instruction sheets supplied with this product or optional equipment. When using an 
electrical appliance, basic precautionas MUST be followed to reduce the risk of fire, electric shock and 
personal injury. 

DO NOT mix old and new batteries. 
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DO NOT use rechargeable silver oxide cell batteries with the remote control unit. 

DO NOT mix alkaline. Standard carbon-zine, or rechargeable batteries. 

DO NOT switch the appliance on until is is properly installed as described in this manual. 

DO NOT leave the fireplace unattented during use. 

DO NOT operate the fireplace if it has a damaged cord or if it has any other malfunction. 

DO NOT run the cable under carpets or rugs. 

DO NOT allow the mains cable to hang over any sharp edges or hat surfaces. 

This heater must be used on an AC supply only and the voltage marked on the heater must 
correspond with the supply voltage. 

Periodically check the cord for damage. NEVER use the appliance if there is any damage. 

This heater must be used on an AC supply only and the voltage marked on the heater must 
correspond with the supply voltage. 

Risk of burns. This fireplace is HOT when in operation and heating element is ON. Power to the 
fireplace should be turned off and the fireplace allowed to cool before servicing. To disconnect power 
to the fireplace, turn controls to off, then remove plug from outlet. 

Young children should be carefully supervised when they are in same room with fireplace. Toddlers,
young children and others may be susceptible to accidental contact burns. A physical barrier is
recommended if there are at risk individuals in the house. To restrict access to the fireplace, install an
adjustable safety gate to keep toddlers, young children and other at risk individuals away from the 
fireplace and hot surfaces.

Clothing and other flammable material should not be placed on or near the fireplace. 

Due to high temperatures, the fireplace should be located out of traffic and away from furniture and
draperies.

It is imperative that that the control compartments, circulating blower, and its passageway is the 
fireplace is kept clean. 

Under no circumstances should this fireplace be modified. 
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IMPORTANT SAFETY INFORMATION

DO NOT use the fireplace if any part has been under water. 
DO NOT operate the fireplace with the glass panel removed, cracked or broken. 
Servicing should only be done while the fireplace is disconnected from the power outlet. 

Unplug fireplace if not being used for an extended period of time.

DO NOT use outdoors. 
NEVER locate fireplace where it may fall into a bathtub or other water container.

DO NOT insert foreign objects into any ventilation or exhaust opening as this may cause and electric 
shock, fire, or damage to the fireplace. 

Ensure clearances to combustibles are maintained when building a mantel or shelves above the 
fireplace. Elevated temperatures on the wall or in the air above the fireplace can cause melting, 
discoloration or damage to the decorations, a TV or other electronic components.

Repairs to electrical appliance should be made by a qualified technician only. 

Overheating will result if it is accidentally covered. 
NEVER immerse the product in water or other liquids. 

WARNING: DO NOT open the back panel of the insert unless the power has been shut off and the 
insert has been unplugged. 

WARNING: Discontinue use of the electric fireplace if it has any of the following: Water damage, if 
the insert is dented or bent, if the power cord is damaged or hot to the touch or if the unit smokes or 
smells like smoke. 
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FEATURES

Add a dash of romance to your home with the warmth and mesmerizing color play of this Fire and Ice 
electric fireplace. Its LED lights and crystals simulate flames dancing on embers while electric coils heat 
the surrounding air. There’s no smoke, no chimney, and no need to build or tend this fire. It is always 
under your remote control - as bright and as warm as you please.

Features

Insert Dimension: 43.5” x 15.75” x 6”

Flame effect with three colors

750 and 1500 watt heat settings

Heating type: Coiled wire heat

Fan motor with aluminum blows heat from the top of the unit

Adjustable flame brightness

Materials: Metal, tempered glass

Color: Black

Package Contents

Set includes: One fireplace, one remote control, hardwares (brakets and screws)

Wall mounting hardware included

Crystals (pebbles) included

Instruction manual included

Description
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OPERATION

The heater can be operated either by the switches located in the top right side of the fireplace, or by 
the supplied remote control. 

Control Panel Access

The Standby switch at the center right hand side of the foreplace must be first switched on. 

It takes time for the receiver to respond to the transmitter. DO NOT press the buttons more than 
once within two seconds for correct operation. 

Press the ON/OFF button on the remote once, this turns the fireplace fire effect on and 
off. 

Press the DIMMER button to operate the Dimmer mode. Each time the Dimmer button 
is pressed, the flame intensity decreases. There are 5 brightness levels you can cycle 
through. 

Press the HEAT button once for the low heat setting (750W), press twice for for the 
high setting (1500W) and press again to turn the heat off. 

The highest temperature of the thermoset is 82°F. There are several levels you can 
cycle through between 62 °F to 82 °F, as well as the OFF setting. 

°F

Press the TIMER button to cycle through the timer settings: 1H to 8H, as well as the 
OFF setting. 

Pressing the COLOR button changes the flame color. Pressing once will turn the amber 
embers to blue, pressing three times will bring you back to amber color. 

Infrared Remote Control
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MAINTENANCE
The remote control requires one 3V CR2025 Lithium Cell Battery (included). Remove the protective film 
between the battery and the contacts in order to operate. See Fig 6 & 7

Replace the Remote Control Battery
When the remote control stops operating or it’s range is reduced, it is time to replace the batteries. 
1. The battery compartment is located on the back end of the remote. 

2. Press and slide the battery door open and remove the old battery. 
3. Insert the CR2025 battery, checking that the “+” and the “-” terminals of the battery matched inside the 

4. Replace the battery compartment door. 

Replace the LED Bulb
The flame effect on this fireplace insert is created by LED bulbs. The life of the bulbs is approximately 
100,000 hours. If the bulbs need replaced, it is recommended a qualified technician to replace the bulbs. 

Technical Specifications
Supply: 120V/60Hz

Rated Power: 750W/1500W

DO NOT dispose of electrical appliances as unsorted municipal waste. Use seperate collection 
facilities. 

Safety Cut-Off
This appliance is fitted with a safety cut-off which will operate if the fire overheats (like blocked air vents)  For 
safety reasons, the fire will NOT automatically reset. To reset the appliance, disconnect the appliance from 
the mains supply for at least 15 minutes. Reconnect the supply to the mains and switch on the appliance. 

Care and Maintenance

Cleaning: Always turn the heater OFF and unplug the power cord from the outlet before cleaning, performing 
maintenance or moving the fireplace.  

NEVER immerse in water or liquid of any kind. DO NOT spray with water or any other liquids. Doing so may 
result in electric shock, fire or personal injury. 

Metal: Buff using a soft cloththat is slightly dampened with a citrus oil-based product. DO NOT use brass 
polish or household cleaners as these products can damage the metal trim. 

Glass: Use a good quality glass cleaner sprayed onto a cloth or towel. Dry thoroughly with a paper towel or 
lintfree cloth. NEVER use abrasive cleansers, liquid sprays, or any cleaner that could scratch the surface.

Vents: Use a vacuum or duster to remove dust and dirt from the heater and vent areas.

Plastic: Wipe gently with a slightly damp cloth and a mild solution of dish soap and warm water. NEVER 
use abrasive cleansers, liquid sprays, or any cleaner that could scratch the surface.




